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NOTE #2: COMPACTION TEST

RESULTS SHALL BE PROVIDED TO

THE CITY OF SALEM UPON REQUEST.

Note #1: If a trench cut in the pavement

must be left open overnight and

temporary backfill isn't utilized, the

opening shall be spanned with steel

plates.  Appropriate signage shall be

posted and the corners of the steel

plate(s) shall be marked with reflective

tape/markers.

AutoCAD SHX Text
CLASS I BACKFILL MATERIAL IN  ACCORDANCE WITH SECTION 302 OF VDOT ROAD AND BRIDGE SPECIFICATIONS

AutoCAD SHX Text
BACKFILL WITH SELECT MATERIAL TYPE I, MIN. CBR-30 COMPACTED TO 95% **

AutoCAD SHX Text
ASPHALT CONCRETE SURFACE MATERIAL *

AutoCAD SHX Text
AGGREGATE BASE MATERIAL, TYPE I, SIZE NO. 21A OR 21B COMPACTED TO 95% **

AutoCAD SHX Text
ASPHALT CONCRETE BASE MATERIAL, TYPE BM-25

AutoCAD SHX Text
PIPE BEDDING: VDOT NO. 25 OR 26 AGGREGATE IN ACCORDANCE WITH SECTIONS 205 AND 302 OF VDOT ROAD AND BRIDGE SPECIFICATIONS

AutoCAD SHX Text
* ASPHALT CONCRETE SURFACE MATERIAL SHALL BE: SM-9.5A IF ADT < 10,000 SM-9.5D IF ADT > 10,000

AutoCAD SHX Text
** BACKFILL COMPACTION SHALL BE DONE WITH HAND AND/OR MECHANICAL TAMPERS AND TESTED IN ACCORDANCE WITH STANDARD PROCTOR COMPACTION TEST (ASTM D698) OR MODIFIED  PROCTOR COMPACTION TEST (ASTM D1557). See NOTE #2


